
Civils & Construction

For Corrugated Roofing Sheets

Snow and Bird Barrier

Future-proof Snow and Bird 
Barrier 
With EXPO-NET Danmark A/S’ 
snow and bird barrier, you achieve 
an effective solution to the problem 
of snow, birds and large insects 
entering the attic through the voids 
in corrugated roofing. 
The barriers reduce the air flow by 
between 33% and 46%, depending 
on wind speed.
The barriers’ ventilation area is be-
tween 110cm2 and 125cm2 at the 
roof edge per running meter of roof, 
depending on the type of roofing 
sheet used.
At the ridge of the roof, the ventila-
tion area is twice as large because 
the barriers are installed on both 
sides of the ridge.
For further information about this 
product, please contact EXPO-NET 
Danmark A/S or visit our website 
and read more:
www.expo-net.dk

Installation instructions on the back!

Technical specifications:

Type B6 B9

Material 
(UV resistant) PEHD PEHD
Colour Black Black
Width 1000mm 900mm
Ventilation 
capacity per 

110cm 125cm
 

running meter 
with barrier 
Package size 25 units/box 25 units/box
Item no. 7240391-B6 7240391-B9
Patent no. DK/EP 2386699

All measures are approximate. 
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19How to Install the Barriers
The snow and bird barrier is a 
universal fit. It can be installed at 
the roof edge where the barrier 
with profile is easily nailed onto the 
bottom batten or the fascia board.
It can also be used along the ridge 
where the barrier is placed on the 
roofing sheet, and when the ridges 
are installed, the screw in the ridge 
will secure the barrier, preventing 
birds from pulling it out.

The barrier can also be installed 
on an existing roof, by loosening 
the roofing screws and pushing the 
snow and bird barrier in to place. 
Using this barrier, you minimise the 
amount of snow that can enter the 
attic while maintaining good ventila-
tion, which in turn minimises the 
risk of wood rot and fungal growth.

The snow and bird barrier is mounted on 
to the bottom batten.

The barriers are laid out on both sides 
of the ridge. You may use a little joint 
filler to keep them in place while you are 
laying them out to prevent the wind from 
moving them around.

The barrier is installed approx. 2-3cm 
from the edge of the ridge.

When the ridge is installed and fixed,
the snow and bird barrier will be
secured too, preventing birds from 
pulling it out.

When undertaking renovation work, the 
bottom roofing sheet is loosened, allow-
ing the barrier to be pushed into place 
and nailed to the front of the batten or 
the fascia.

Installation at roof edge: Installation along ridge:
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When installing a 
new roof, the barrier 
can be mounted 
on the back of the 
batten, making 
the snow and bird 
barrier invisible.

Joint filler

Joint filler


